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INVESTIGATION OF THE  INFLUENCE OF 

DUCT-MOUNTED HELMHOLTZ RESONATORS ON 

THE SOUND FIELD OF A MODEL DUCTED PROPELLER 

By  David  Brown 

Bell  Aerospace Company 

SUMMARY 

This  study  was  basically  an  experimental  investigation of the  influence of wall- 

mounted  Helmholtz  resonators  on  the  sound  field of a ducted  propeller, with an  objective 

of determining  the  feasibility of far-field  noise  reduction.  The  investigation  utilized two 

model  propeller  ducts,  with  an  array of discrete  resonator  units  installed at the  wall 

surface. 

Preliminary  measurements,  with  the  resonators  tuned  to  the  propeller  harmonics, 

indicated a significant  increase  in  the far field  signature. An analytical  model,  illustrat- 

ing  the effect of wall  impedance  on  dispersive  acoustic  modes,  was  then  derived.  This 

suggested a critical  influence of the  reactive  impedance on the  transmission  loss  (for a 

constant  resistive  impedance).  Further  experimental  studies did  not achieve  the  de- 

sired  objective,  but  indicated  the  necessity  for  consideration of modal  coupling,  par- 

ticularly  to  radial  modes, if far field  noise  attentuation  were  to  result. 

INTRODUCTION 

The  ducted  propeller  system, as utilized on  V/STOL vehicles and  ground-effect 

machines,  comprises a single  rotor, of low blade  number,  contained  within a cylindrical 

airfoil  duct  with  well  separated  stators and no inlet  guide  vanes.  For a specific re- 

quired  thrust, a system  design  can be optimized  to  achieve  relative  sound  reduction by 

minimizing  the  propeller  rotational  tip-speed,  particularly to the low subsonic  range 

(M < 0.6).  In  this  range,  the  discrete-frequency  sound  generated  by  the  propeller is 
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transmitted  to  the  duct inlet and  efflux cross  sections by dispersive  acoustic  modes. 

The  far-field  sound  pressures  radiated  from  the  duct  extremities  depend not only  on  the 

sound  power at these  sections,  but  also  on  the  spatial  distribution of the  appropriate 

mode  particle  velocity and  phase (Refs. 1, 2, and 3). 

This  study  resulted  from a series of experiments,  to  determine  methods of achiev- 

ing  noise  reduction in ducted-propeller  systems. A s  the  predominant  sound  field i s  of a 

discrete-frequency  nature,  the  application of a tuned resonator  array  appeared  to be 

most  applicable.  Subsequent  experiments  in a model  duct  with a loudspeaker  excitation 

at  representative  frequencies,  indicated  that a substantial  attenuation  could  be  achieved. 

The  present  study is an  extension of that  work,  with  the  excitation  provided  by a three- 

blade  propeller  located  at  approximately'the 40% chord  point of the  duct. 

While the  principles of transmission  loss by sidebranch  resonators  have  been 

studied  for  some  time (e.g., Ref. 4), the  recent  works of Ingard,  Ising,  Blackman, 

Phillips,  Garrison and Marino  et a1 (Refs. 5 through 10)  have  provided  an  insight to the 

nonlinear  effects  at  high  incident  sound  pressures,  allowing  application to turbofan  and 

similar  systems.  The  influence of cross-flow  velocity on the  resonator  performance 

has  also  been  studied  in  some  detail  in Refs. 8 and 11. 

Among the  applications  to  the  high-order  modes of ducts is that by  Copeland 

(Ref. 12) who achieved a reduction of 10 dB  at  the  fundamental  blade  passage  frequency 

of a compressor  stage.  More  recent  studies are summarized i n  Ref. 13, and a work 

of some  considerable  interest to the  present  study is Ref. 14. 

The.  work  reported  herein  comprises a study of a matrix of resonator  designs, 

suitable  for  installation on 1/6 scale  ducted-propeller  units, and the  acoustic  character- 

is t ics  of these  units  relative  to  the  generated  sound  field,  the 'boundary  conditions of the 

duct  wall, and the  far-field  radiated sound pressure  spectra .  The experimental  arrange- 

ment is described, and  an  analytical  model of the  system is derived,  with  comparison 

of theoretical and measured  results. 
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SYMBOLS 

a outer-duct  radius 

A cross-sectional area 

b  inner-duct  radius  (hub) 

B number of propeller  blades 

C sonic  velocity 

d  orifice  diameter 

f frequency 

J m  Bessel  function of f i r s t  kind, of order  (M x B) 

K wave  number 

L duct  length 

m,n  harmonic  numbers i n  circumferential and radial  modes,  respectively 

N rpm of propeller 

P sound pressure 
r, e ,  x cylindrical  coordinates of duct 

R specific  acoustic  resistance 

S surface  area .of duct  wall 

SPL sound pressure  level,  dB re 2 x microbar 

t orifice  thickness 

U particle  velocity 

U duct flow velocity 

V resonator  cavity  volume 

X specific  acoustic  reactance 

Z specific  acoustic  impedance (= R + i X ) 

CY absorption  coefficient 

Y o / w  0 

7)  angle of boom-microphone  orientation 

t normalized  specific  acoustic  impedance ( =  0 + i x ) 

A wavelength 
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c1 coefficient of viscosity 

P density of air 

0 , T axial transmission  exponents 

Q azimuth  angle  from  thrust  vector,  external  to  duct 
w radian  frequency 

e normalized  specific  acoustic  resietznce 

X normalized  specific  acoustic  reactance 

Subscripts 

0 orifice 

e effective 

res resonance 

W wall 

EXPSRIMENTAL ARRANGEMENT 

Propeller  Ducts and Test  Facilities 

Design  and  fabrication of ducts. - Two pairs  of model  propeller  ducts  were man- 

ufactured,  each  pair  having a different  chord  length.  The  internal  diameter of the  ducts 

was 16 in.  Each  duct  could be mounted to a variable-speed (electric motor)  power  unit 

with a flexible-coupled  drive  to  the  propeller.  The  ducts are solid  wall, of casting 

resin molded  to a 1/8-in.  aluminum  liner.  One of each  pair  was  employed as a refer- 

ence  duct.  to  provide basic sound  field  definitions,  the  other two ducts  being  modified 

to incorporate  resonator  units.  The  basic  duct  geometries are as shown in Figure 1, 

and the  modified  resonator  ducts are shown in  Figure 2. Details of the  duct  modifica- 

tion  and  the  resonator  designs are shown  in  exploded  view  in  Figure 3. The  total num- 

ber of resonators  in  the  duct  wall  was  mainly  determined  by  the  resonator  cavity 

diameter and the  separation  required  by  the  method of mounting.  The  cavity  diameter 

was  fixed as that  which would allow  adequate  volume  tuning  range  for  the  propeller 

harmonic  frequencies  without  inducing  standing  waves  over  the  cavity  depth.  Taking 
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account  also of the  requirement for maximum  open area ratio  on  the  duct  wall  surface, 

a staggered  resonator  array  was  derived,  with  18  resonators  per  circu.mferentia1  row. 

This  allows a maximum of 90 and  126  units  to  be  mounted  on  the  short  and  long  duct, 

respectively. 

Instrumentation  and  analysis  facilities. - The arrangement of the  ducted  propeller 

test stand  within  the  anechoic  facility is illustrated  in  Figure  4.  Three  high-intensity 

pressure  transducers  were  used  to  measure  the sound pressures  at  the  duct  wall and  in 

the  resonator  cavities.  Spatial,  in-duct  distribution of the  sound  field was  measured by 

a 1/4-in.  diameter  condenser  probe  microphone with  windshield.  The  external  sound 

field  measurements  were  obtained  by two screened,  1/2-in  diameter  condenser  micro- 

phones,  mounted  on a remote-controlled  rotary  boom,  at  radii of 5  ft and 10 ft  from  the 

propeller  disc  center. Two tripod-mounted  microphones  were  also  available  for "far- 

field"  measurements  outside  the  boom  radius.  Analysis of the sound  fields was  carried 

out by on-line  frequency  analyzers  with  constant  percentage  bandwidth  capability  from 

6% to  octave. A multichannel  tape  recorder was available  for  permanent-record ac- 

quisition of sound pressure  histories.  The  instrumentation  package is further  defined 

schematically  in  Figure  5. 

Anechoic  facility. - Referring  again  to  Figure 4, the  facility  used as a measure- 

ment  chamber was  of dimensions 40 ft  by 30 ft ,  by 15 f t  high.  The walls and  ceiling  were 

covered  by a &in .  acoustical  blanket and the  floor  covered  by a 3-in.  blanket of s imilar  

material. 

Resonator  Design Study Facilities 

Impedance  tube. - The  evaluation of nonlinear  characteristics due to  high  sound 

pressure  levels  was  conducted  by  the  impedance-tube  method, as defined  in Ref. 15,  in 

a facility  fabricated  for  rocket  engine  stabilizing  studies.  The  tube is of circular  cross 

section  having a 4-in.  diameter, and is approximately 3 ft long,  containing a 30' elbow 

bend at the  sound-source end. Sound power is supplied  by a 100-W electromagnetic 

transducer, with discrete  frequency  control  by a beat-frequency  oscillator. In each 
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test, the  termination  sample  consisted of a rigid  end  plate with single  orifice  and 

attached  resonator  cylinder.  The  travelling  microphone is a 1/2-in. diameter  condenser 

type  and is connected  to a narrow-band  frequency  analyzer  and  power  supply. 

Traveling-wave  tube. - In order   to  assess the  influence of cross-flow  velocity  on 

the  resonator  performance, a simple  travelling-wave  tube  was  manufactured  which 

would  allow air flow velocities of up  to 100 fps,  and  sound  pressure  levels of 150 dB 

(discrete  frequency).  The  tube is 4.625 in.  square, 8 ft  in  length  and  terminated  by a 

flat,  exponential  horn and anechoic  duct  section. At the  source  end, an electromagnetic 

or  electropneumatic sound source  can  be  installed  at  one end of  a Y-branch  connector, 

while air flow is introduced  at  the  other  branch.  Resonators  and/or  microphones can be 

installed  at  equidistant  locations  along  the  duct  length. A i r  flow measurements  can be 

obtained  over  the  duct  cross  section  by a traversing  Pitot-static  tube  arrangement. 

RESONATOR  DESIGN STUDIES 

G e  ner a1 

The  basic  objective of this  study  requires  the  design of a latt ice  array of resonator 

units,  mounted  at  the  propeller  duct  wall,  tuned  to  the  rotational  sound  harmonic fre- 

quencies, and optimized  in  terms of the  effective  absorption  coefficient and sound 

attenuation.  The  method of installation  shown  in  Figure 3 imposes  certain  restrictions 

on the  resonator  geometries, and the  following  design  studies  are  based on practical 

orifice  sizes which  allow a range of resistive  impedances and  tuned frequencies  to  be 

examined. A s  the  expected  sound  pressure  levels and air flow velocities i n  the  model 

ducts are in  the  range 100-140 dB and 100 fps,  respectively, a study of nonlinear  effects 

on  the  resonator  impedance is essential. 
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Resonator  Theory 

The  impedance  terminology  used  here is that  employed  by  Ingard (Ref. 5). That 

is, the  specific  acoustic  impedance is given  by 

A m/d 

are the  orifice  diameter and orifice  thickness,  respectively 

is the  effective  orifice  thickness 

= nd2/4 

is the  resonator  cavity  volume 

= 1/2  (2  p P w )l/' is the  surface  resistance of the  orifice  (due  to 
viscosity) 

is an empirically  derived  term which acts as a "nonlinear  correction" on 
the  resistive  impedance 

is the  excitation  radian  frequency 

From  the  reactive  impedance,  the  resonant  frequency is derived as 

and the  normalized  specific  reactance can be  rewritten as 

X = ko le ( Y -  l / y  ) 

where Y = w / w o ,  ko = wo/c 

For  a lattice area of resonators i n  a wall,  excited by a plane  wave  normal  to  the 

wall,  the  effective  wall  impedance is expressed  (approximately) by Ingard and Ising 

(Ref. 6) as 

e, -+ i x  = e  /a, - i x / U  (4) 

where u = ~ / ( 1  - u 2, 1 
u = open area ratio  at  wall  surface, 

and the  normal  incidence  absorption  coefficient is 



As little is known about  the  interference effects of the  resonators in  an array,   the  

above  absorption  coefficient  can only be  c,rnJidered as the  maximum  attainable,  pro- 

vided  the  lattice  spacing is much less than  the  half  wavelength of the  incident  wave. 

In the  above  expressions,  the  design  variables are obviously  d,  t, V and (T . The 

parameters,  1, and A NL/d,  require  definition.  The  effective  orifice  thickness is 

defined  by (Ref. 5 )  

,1 e 
= t + 0.85 d (1 - 0.625 d/dc)  (6) 

where  d = cylinder  diameter 
C 

The  nonlinear  resistance  correction  term, A NL/d, has  received  considerable 

experimental  study  (for  rocket  combustion-chamber  liner  application)  at  high sound 

pressure  levels, but  with large  discrepancies i n  the  comparative  definitions, as sum- 

marized  in Ref. 8. Consequently, for  the  present  study  this  term is experimentally 

evaluated  for  resonator  designs  applicable  to  the  model  duct. 

One other  expression  employed i n  su.bsequent  analysis is that  which relates  the 

measured  sound  pressure  gain,  between  the  wall  surface and the  resonator  cavity, and 

the  resonator  resistive  impedance: 

G = Gain (dB) = 20 log I pc/pi  I 10 
where 

is the  cavity  sound  pressure 

p i  is the  incident  field 

Now pc/u0 = PC A /i W V  

and  pi/uo = pc ( e + i X ) 

2 
0 

sound pressure 

where  u is the  particle  velocity  close  to  the  orifice 

Therefore, 'I /o 

0 

G = 20 log [A /K V ( O 2  + X 2 )  "*]dB 
10 0 
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At resonance, 

G = 20 loglo [A 0 /K V O ]  dB 

The  above  relationships are used  in  three  phases of the  present  study.  Initially, 

they  allow a definition  to be obtained  for  the  effective  length of the  orifice, and the non- 

linear  resistance  in terms of resonator  geometry,  frequency  and  incident  field  character- 

istics. This  forms a basis for  the  resonator  designs  utilized  in  the  model-duct  program. 

In subsequent  application  studies,  the  resonator  orifice and  cavity  depth  settings are 

varied  to allow an  impedance effect study, and the  theoretical  relationships are neces- 

sary  to  define  the  operating  characteristics of the  resonators. 

Experimental  Studies 

Impedance-tube tests. - A set of prototype  resonators, of cylindrical  geometry 

as shown in  Figure 3, were  manufactured  for  study  in  the  impedance  tube.  Various 

orifice  discs,  with  aperture  dimensions  listed  below,  were  employed in this  study. 

Orifice  diameter  (in.) 0.187 0.250 0.312 0.375 0.375 0.516 0.625 
Orifice  depth  (in.) 0.250 0.250 0.250 0.187 0.250 0.187 0.125 

The  resonator  cavity  depth could be  varied  to allow  tuned frequencies  in  the  range 

350-1200 Hz to be attained,  with  the  restriction  that  the  depth would not exceed  one- 

sixth of a wavelength. Due to  the  size of the  impedance  tube  (4-in.  diameter),  resonator 

units  were  installed  individually  at  the  termination  section, and the  impedance  was 

evaluated by the  procedures  defined i n  Ref. 15. Discrete-frequency  excitation  levels 

of 90, 110, and 130 dB  sound  pressure  level (SPL) were  induced at the  resonator  orifice 

plane, at frequency  increments of 10 Hz through  resonance. 

From  the  impedance  data  obtained  in  each  resonator test, the  nonlinear  resistance 

correction term (A NL/d)  and the  orifice  effective  length ( I  e) were  evaluated  by  sub- 

stitution  in  the  theoretical  equations  for  the  normalized  specific  resistance  and  the 

resonant  frequency. 
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The  dependence of ANL/d  on  the  sound  pressure  level is shown in  Figure 6 for  

each of the  resonators. As these  data  points  were  obtained  for  resonators of different 

aperture  dimensions and  different  tuned  frequency, a linear  relationship  between  A /d NL 
and  the  sound pressure  can  be  assumed  to  give a sufficient  definition of the  resistive 

impedance  for  the  present  application.  This is derived  from  the  data as 

loglo ( ANL/d) = 0.0322 SPL - 3.09 (9) 

and is compared i n  Figure  6 with similar  relationships  derived i n  other  literature 

(Refs. 5, 7 ,  and 8). 

The  resonant  frequency was found to  be  estimated  within 4% accuracy  by  the 

effective  length  definition of equation  (6),  except  for  the two largest-diameter  orifices 

(0.516-in.  and  0.625-in. diameter)  where  the  error  was in the  order of 10%. A brief 

analysis of these  errors  indicated  that  the  effective  length is better defined  by 

'e = t + 0.85 d (10)  

for  the  larger  apertures,  the  resonant  frequencies  being  within 2% of the  modified 

estimates. 

The  above  studies of the  resonator  impedance  characteristics  allowed a n  estima- 

tion  to  be  made of comparative  absorption  coefficients i n  a propeller  duct  application. 

At this  phase of the  program,  the  fabrication of the  ducts was  not completed, and 

assumptions  were  therefore  made  for  the  expected sound  field  frequencies and harmonic 

levels.  Employing  equations (l), (4), (5) and the  empirical  relationship  (9),  the  reso- 

nance  absorption  coefficients of a r rays  of tuned resonators with  fixed  spacing (as de- 

fined  in  Figure  3)  but  different  orifice  dimensions  were  calculated  for a propeller 

rotational  speed of 8000 rpm  (giving  harmonic  frequencies of 400, 800,  and  1200 Hz). 

The  resultant  estimates are presented i n  Table  I  for  each of these  harmonics,  assum- 

ing 130 and  140 dB  SPL,  respectively,  for  the  fundamental, and a spectral  decay of 10 dB 

per  harmonic.  These  results  indicated  that a single  orifice  design would not provide 

optimum  absorption  at all resonance  frequencies. It was  therefore  decided  to manu- 

facture,  in  quantity  for  duct  application,  sets of orifice  discs  with 0.375-in. aperture 
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diameter, and 0.25- and  0.187-in. thickness.  The 0.625-in. diameter, 0.125-in. thick 

apertures  were  incorporated  in  the  duct  aluminum  liner. 

Travelling-wave  tests  with air flow. - As a further guide  to  the  response of res- 

nators  in  the  propeller-duct  environment, a simple  travelling-wave  tube was manu- 

factured,  in  which air flow velocities of up  to 100 fps  could be induced. Preliminary 

reference measurements i n  this  facility  indicated  the  presence of axial standing  waves, 

which were minimized by modification of the  termination  horn and  absorptive  duct. 

However, it was  apparent  that  these  standing  wave  effects  precluded a useful  evaluation 

of the  resonator  effective  impedance  over  the  frequency  range of interest.  The  results 

of these  tests  were  therefore  regarded as only  indicative of the  influence of air flow 

velocity, and are summarized i n  Figure 7.  

In  each  test,  with and without air flow, two resonators were installed  in  the  wall 

with 2-in. axial  separation.  Microphones were flush-mounted at  three  locations down- 

s t ream and  two locations  upstream of the  resonators. A discrete-frequency  signal was 

superimposed on the  random  noise  field  to  give 130 dB SPL at  an  upstream  microphone 

location, and all other  measurements were taken  relative  to  this  level.  The  axial ais- 

tribution of sound pressure  level was  measured  first with the  resonant  orifices  blocked, 

and then  with  the  resonators  active.  The  signal  frequency was changed  by 10-Hz incre- 

ments  through  resonator  resonance.  The  downstream  insertion  loss is considered as 

the measured  difference in sound pressure  level  at the downstream  microphones due to 

the  resonators'  influence.  The  data  presented i n  Figure 7 are the  maxima  over  each 

frequency  scan,  The  transmission  loss  data of Figure 7 are the  corresponding  differ- 

ences  between  upstream and downstream  microphone  levels. 

These  experiments  indicate  that  at  zero flow velocity  the  greatest  attenuation is 

provided by the  larger-diameter  orifices.  However, as the air flow velocity is increased, 

the  degradation of attenuation is more  prominent as the  orifice  diameter is increased. 

This  effect  has  been  investigated  in Ref. 11 and may  be  attributed  to an induced  turbu- 

lence at the  orifice with  consequent  modification of the  orifice  resistance and effective 

mass.  It  was  concluded  from  these  tests  that  at flow velocities and  sound pressure 
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levels  representative of that  expected  in  the  propeller  duct  the  orifice  diameter  may  be 

increased  to about 0.375 in., with  resultant  increase  in  resonator  effectiveness. 

An observation  made  during  the  above  studies,  which is of some  importance  in 

the  propeller  duct  tests, is that  an  increase of thedownstream  sound  level  was not  ex- 

perienced  during  the  frequency  scans  over  the air flow velocity  range. 

DUCTED-PROPELLER  TEST PROGRAM 

Reference-Duct Sound Surveys 

Each of the  reference  propeller  ducts  described in Figure 1 was  installed  in  the 

test  facility, and preliminary  sound-field  surveys  were  made  at  various  operating con- 

ditions of propeller  rotational  speed and blade  angle.  The  objectives of these  tests 

were: (a) to  obtain  operating  conditions  at  which  the  rotational  harmonic  sound  levels 

would be  well  defined,  relative  to  the  broadband  level and auxiliary-system  level,  at 

the  boom  microphones, and (b)  to  obtain a spatial  definition of the  harmonic  levels, i n  

the  duct and at  the  boom  microphone  radii,  to  be  employed as reference  data  in  the 

resonator  application  program.  The  facility  arrangement  for  these  cests is illustrated 

in  Figure 4. The  locations and nomenclature of the  microphones  installed  within  the 

ducts and on the  rotary boom are defined i n  Figure 8. 

The  range of operation of the  model  system  was  basically  defined by the  theoretical 

performance  data of Figure 9 and by  the  practical  limitations of the  system. With the 

short-chord  duct  (duct No. 1 )  installed,  preliminary  sound  surveys  were  carried out at 

the  10-ft  radius  boom  microphone  for  propeller  operating  conditions of 4000, 6000, and 

8000 rpm,  with  blade-angle  settings of 15, 20, and 25 degrees.  These  surveys  indicated 

a requirement  for  the  highest  blade-angle  setting, and propeller  speeds  greater  than 

4000 rpm,  to  achieve an adequate  definition of the  rotational  sound  harmonic  levels at 

the  boom  microphones. A comparison of the  measured  spectra  for  the  three  rotational 

speeds  (at  the 25' blade-angle  setting) is shown  in Figure 10. 
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The above  procedure  was  repeated with the  longer-chord  duct  (duct No. 2) in- 

stalled. In this case it was found necessary  to  operate  at 8000 rpm, with the 25O blade- 

angle  setting. 

Reference  sound  spectra  were  then  obtained at 6000 and 8000 rpm  for  duct No. 1, 

and at 8000 rpm  for  duct No. 2. These  spectra  comprise 6% bandwidth analyses of 

sound pressure  histories  at   the following  locations: 

(a) Duct-wall transducer  positions (K). 

(b) Boom microphones, B 2  and B3 (at  10-ft  and 5-ft  radii,  respectively)  at 30° 
increments  in  the  horizontal  plane  through  the  propeller  axis. 

(c)  Probe-microphone  locations (Bl) i n  the  duct  upstream of the  propeller,  at 
specified  cylinder  coordinates  relative  to  the  propeller  disc. 

The  data of Table I1 are compiled  from  the  spectra  measured  at  the  duct wall and 

at the  boom  locations.  This  tabulation  shows  the  harmonic  levels  at  the  propeller  rota- 

tional  frequencies.  Corresponding  data,  measured  at  probe  microphone  locations  within 

the  duct, are plotted  relative  to  location  in  Figures 11,  12, and 13. (The  limitation of 

data i n  duct No. 1 was  due  to  the  arrangement of the  drive  shaft  upstream of  the  pro- 

peller i n  the  original  propulsion  test  stand.  This was  later modified to accommodate 

long  duct No. 2 i n  a reversed  position.) 

As the  measured axial decay  rates are shown i n  Figures 11 and 12 to  change  at 

some  distance  from  the  propeller  plane,  the  theoretical  slopes  for  the  mth  tangential, 

n  radial  acoustic  modes are superimposed on these  figures  for  comparison.  For 

each  harmonic,  the  three  most  significant  modes are considered.  The  estimation  pro- 

cedure is defined  in Appendix A. 

th 

A comparison of the  theoretical and measured  characterist ics of the  reference- 

duct  data and reference  to  the  radial  distributions of Figure  13,  offer  the  following 

conclusions  regarding  the  reference-duct sound  field: 

(a) The  rotational  sound  field  generated  by  the  propeller is transmitted  along 
the  duct by dispersive  acoustic  modes. 
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Both  tangential and radial  modes are significant at sections  close  to  the  pro- 
peller. At the  duct  leading-edge  section,  radial  modes  may  be  predominate 
due  to  their  lower  decay  rate. 

The  second  and  third  propeller  harmonics are radiated  to  the far field  with a 
higher  radiative  efficiency  than  the  fundamental  component.  This  may  be 
attributed  to  the  modal  content  at  the  duct  leading-edge  section, 

Resonator  Impedance  Studies 

The  reference  ducts  described  in  the  preceding  section were replaced  by  modified 

ducts, of identical  geometry, with an  a r ray  of 0.625-in. diameter  apertures  distributed 

over  the  wall  surface  backed  by  threaded  cylindrical  cavities  for  resonator  installation. 

Details of the  modifications are shown i n  Figure  3. 

To obtain a more  appropriate  definition of the  resonator  response  characteristics 

than  that  estimated  in  impedance-tube  tests, a series of impedance  studies were con- 

ducted  with  the  resonators  installed i n  the  modified  ducts and subjected to the  actual 

operating  environment of the  propeller-duct  system. 

These  studies  were  implemented  by  measuring  the sound pressure gain  (dB)  be- 

tween a transducer  mounted  at  the  duct wall and a transducer mounted i n  the  resonator 

cavity  wall. With an  a r ray  of identically  tuned  resonators  instal1,ed i n  the  duct  wall,  the 

propeller  rotational  speed  was  increased by small  increments  through a specified  range, 

such  that  the  resonators would be  excited  through  resonance  by  the  propeller  harmonics. 

For  example, with  the  resonator  units  tuned  to 600 Hz the  following  propeller  speeds 

were employed: 

Propeller  Harmonic  Harmonic 
rPm  Number  Frequency  (Hz) 

5500-6500 2 550-650 
3600-4400 3 540-660 
2800-3300 4 560-660 

Each  speed  range  provided  resonator-gain  measurements  for  different  incident  sound 

levels and air flow velocities.  This  procedure was  repeated  for two se ts  of orifice  discs, 
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with  resonator  frequencies in the  order of 600 and 900 Hz. Typical  results of these 

tes ts  are presented  in  Figure 14. 

For  simplicity,  the  maximum  measured  gain  was  assumed  to  occur at resonance, 

and this  gain  was  converted  to a resistive  impedance  value  for  each  resonator  by  sub- 

stitution  in  equation (8) of the  resonator-design thec-y.  The  nonlinear resistance  cor- 

rection  term ( A /d)  was  then  evaluated  for  each  test and related  to  the  incident  sound 

pressure  level as shown  in  Figure 15. A comparison of this  data with  that  obtained 

from  the  impedance-tube  tests, &.J shown in  Figure 15, indicates  that  equation (9) over- 

estimates  the  nonlinear  correction  term by  about 40%. At high smnd  pressure  levels 

(where ( A /d) >> ( 1  + t /d)) ,   this  error would be  reflected i n  the  estimated  impedance. 

The  influence on the  absorption  coefficient  must  be  calculated  for  each  orifice. Con- 

sequently,  equation (8) is replaced by 

NL 

NL 

loglo ( A  NL/d) = 0.0289 SPL - 2.79 

which is derived  from  Figure 15, for  estimation of the  resonator  impedance i n  later 

test  phases. 

An accurate  assessment of the  resonance  frequency of the  resonator  unit was  

attempted  by  phase  measurement  between  the  transducer  signals. A s  a phase  differ- 

ence  was  expected i n  the  circumferential  direction  at  the  duct  wall, an  attempt was  

made  to  obtain a correction  term, allowing for  the  transducer  displacement  from  the 

orifice.  This  correction  term could  not be  determined  with  sufficient  accuracy  because 

of significant  oscillatory  changes  in  the  phase  relationship  between two wall-mounted 

transducers  at  the  test  conditions. 

The  resonance  frequency was  therefore  assumed  to  correspond  to  that  at  the 

maximum  sound  pressure  gain  measured  over  the  resonator.  The .lir flow velocity 

a t  a radial  distance of 1 in. from  the  resonator  orifice  was  measured  in  each  test  by a 

Pitot-static  tube  arrangement. A comparison of the  estimated and measured  resonance 

frequencies is shown  in  Table III together  with  the  measured  incident  sound  pressure 

levels and air flow velocity.  From  this  comparison  it  was  concluded  that  the  effective 

orifice  length is best  defined  by 1, = t + 0.85 r! for  each of the  aperture  sizes  considered. 
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Resonator  Application  Studies 

General. - This  section  reports  the  results  obtained  in  sound  surveys of the mod- 

ified  propeller-duct  system,  with  resonator  arrays  applied  to  the  duct  wall.  The 

application  program  was  conducted  in  three  phases: 

.(a) All resonator  units  in  the  array  were  identically  tuned,  to a frequency  cor- 
responding  to  one of the  propeller  sound  harmonics.  This  was  repeated  for 
different  harmonics. 

(b)  Resonators  tuned  to  different  harmonic  frequencies  were  arranged  in a 
staggered  distribution  over  the  array. 

(c) With all resonators  identically  tuned,  the  resonance  frequency  was  incre- 
mentally  changed  through a range  encompassing  the  harmonic  frequencies. 

In  each  test  the  sound  pressure  spectra, at the  wall-mounted  transducers and at  

specific  azimuth  locations of the  boom  mit-gphones,  were  evaluated and compared  with 

the  corresponding  reference-duct  data. A spatial  survey of the  harmonic  levels  inside 

the  duct  was conducted for a representative  test case. 

The  transducer  locations and ncmenc!,lcre Lre as defined  for  the  reference 

tests. The  superscript (r) is employed  to  denote  measurement of the  sound  pressure 

in  the  resonator  cavity. 

Uniform a r rays  - tuned  to  propeller  harmonics. - These tests were  carried out 

at propeller  speeds of 6000 rpm and 8000 rpm, at which  the  rotational  sound  frequencies 

were 300, 600, 900. . . . . .Hz, and 400, 800, 1200. . . . . .Hz, respectively.  Spectral 

measurements of the  sound  field at various  transducer  locations  were  taken  for  differ- 

ent  resonator  settings and compared  with  the  reference-duct  data.  The  change i n  the 

harmonic  levels  due  to  resonator  installation is presented  in  Table IV for  each of the 

test cases. 

The  significant  increase  in  sound  pressure  level at the  boom  microphones  was 

contrary  to  the  expected  influence of the  resonators. A survey of the  sound  levels 

along  the  duct-wall  outer  surface  was  carried  out  after  the  initial  tests,  to  ensure  that 

the  resonators did  not radiate a significant  level  through  the  cavity  walls.  These  levels 
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were  found to  be of the same order  of magnitude as the  boom  measurements,  thereby 

eliminating  wall  radiation as a mzjor  source. 

From  the  tabulated  increments  in  harmonic  levels  it is apparent  that  the 800-Hz 

and 900-Hz components,  at 8000 rpm and 6000 rpm,  respectively, are influenced  to  the 

greatest  extent  by  the  resonators. As these  frequencies are in  the  region of the  radial- 

mode  frequency (1020 Hz), it was concluded that  this  mode is amplified  by  the  wall 

resonators.  The  higher  harmonics, above the cut-off  frequency,  will  also  propagate  in 

this mode, as indicated  by  Tyler  and  Sofrin (Ref. 1). For one test  case, a radial  scan 

of the  first  three  harmonic  components  was  obtained at a section  near  the  duct  leading 

edge  using  the  probe  microphone.  The  results are shown in Figure 16. This  scan was  

taken  in a plane  through a resonator  row.  Comparison  with  results  obtained  in  the 

reference  duct  shows a 12 dB increase in  the tuned frequency  component  close  to  the 

resonator  orifice.  This  difference  diminishes  to 4 dB  at 2.5 in.  from  the wall orifice 

and increases  again  to 15 dB as the  duct  center l ine is approached.  This  suggests  that 

the  driven  resonators  radiate  energy, which is concentrated  towards  the  duct  center i n  

a radial  mode pressure  distribution. 

The premise upon  which this  study was  originally  based,  that  the  resonator in- 

fluence would be of a dissipative  nature,  can  appareEtly  be  discarded in favor of a dis- 

persive  field  analysis.  That is, the  boundary  conditions  at  the  duct  wall, as defined by 

the  resonator  array, are modified  in  such a manner  that  the  transmission of each  mode 

is modified. As these  modes are dispersive  in  the  propeller  duct,  the  influence of 

boundary  conditions  on  the axial decay  rates  requires  some  resolution. A theoretical 

study of these  effects  was  initiated  at  this  phase of the  program, and is presented i n  

Appendix A. Further  reference  to  this is made  in a later  section. 

Staggered  resonator  arrays. - The  array of resonators  in  duct No. 1 was arranged 

such  that no adjacent  units  were  tuned  to  the  same  frequency, and a test  case  was  eval- 

uated  at 8000 rpm.  The  resonator  tuning  frequencies  were 400 Hz, 800 Hz, and 1040 

Hz. 
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Further tests were conducted  with  the  resonators  arranged  in  three  sets  around 

the  duct  circumference,  each  set  having a different  tuned  frequency.  This  test  was 

repeated  with  an  absorptive  material  (fiberglass)  in  the  resonator  cavities. 

These  tests  were  conducted  to  investigate  the  possibility  that  interaction  between 

adjacent  resonators  contributed  to  the  gain in the  sound  field,  and  to  determine  whether 

an  assymmetric  resonator  arrangement would influence  the  suspected  radial-mode 

contribution. 

A s  is shown i n  Table V, the  harmonic  levels  measured at the boom  locations were 

above the  reference  data,  particularly  in  the  second and  higher  harmonic  components. 

The  addition of fiberglass  to  the  resonator  cavities  resulted  in a further  increase 

in  the  third and higher  harmonics. An explanation of these  results  has not yet  been 

resolved. 

Uniform ar rays  - scanned  tuning. - At this  stage of the  program,  the  theoretical 

work of Appendix A was completed  and- a series of tes ts  was carried out  to  evaluate 

the  implications of the  theory.  Basically,  the  analysis  assumes a complex wall im- 

pedance  which is spatially  continuous and locally  reactive. The  influence of this  wall 

impedance on the cut-off wave  number of each  acoustic  mode is evaluated  numerically, 

and the  resultant  change  in  the  axial-transmission  factor is calculated. 

For the  present  program,  the  primary  result of the  above  study is the  apparent 

variation of the  axial  decay  factor about  the  rigid-duct  value. At some  small  positive- 

reactive  wall  impedance,  the  analysis  suggests  that  the  decay exponent will be  equal 

to  the  rigid-duct  value.  Lower, o r  negative,  reactance will induce a high  decay,  while 

an  increased  positive  reactance will cause  the  decay exponent  to  diminish  to  some 

minimum  value and then  to  increase  asymptotically  to  the  rigid-wall  value. 

In  the  actual  duct,  the  resonators  were  tuned i n  previous  tests  to  the  propeller 

harmonics.  This  means  that  the  reactance  at  each  orifice is zero. However, as the 

incident  wave is not a plane  wave, and a phase  difference is known to  occur i n  the  cir- 

cumferential  direction,  the  effective  wall  impedance of the  array cannot  be  simply 



regarded as being zero-reactive at resonator  resonances. If this  effective  reactance 

is positive,  the  experimental  results of the earlier tests might  be  attributed  to  the 

boundary  condition effects shown  in Appendix A. 

A tes t  series was consequently  carried  out to determine  whether a wall- 

impedance  condition  could  be  achieved  which would provide  an  increased  transmission 

loss  within  the  duct  for  the  rotational  sound  harmonics. In these  tests  the  propeller 

speed.was  fixed at 8000 rpm, and the  resonator  cavity  depth  was  incremented  through 

the  available  range. At  each  setting, a measurement of each  sound  harmonic  level  at 

the  duct  wall  and  boom-microphone  locations  was  recorded.  This  procedure was  con- 

ducted  for two orifice  sizes. 

The  experimental  results of this series are shown in  Table VI and Figure 17. 

It is apparent  that  the  experimental  results  do not conform  to  the  relationships 

derived  in  the  theoretical  model.  The  coupling  between  the  radial and circumferential 

modes of the  duct,  ignored  in  the  theory, is apparently  strengthened  by  the  resonators, 

with a resultant  change i n  the  radial  distribution of sound pressure  at  the  duct  leading- 

edge  section. 

Summary. - A test  program  has  been  carried  out  to  evaluate  the  influence of 

various  resonator  arrays on  the  sound  field of a model  propeller-duct  system.  The 

results of this  program show the  far-field sound levels  to  be  higher  than  correspond- 

ing  measurements of a rigid-wall  reference-duct  system.  The  reference  far-field 

spectra  show the  second  and  higher  harmonics  to  be of greater  amplitude  than  the 

fundamental, and these  higher  harmonics are shown  to  be  influenced  to  the  greater 

extent by the  resonator  arrays. 

A survey of the  in-duct  sound  field,  with  varied  resonator  tuning,  indicates  that 

the  radial  pressure  distribution of these  higher  harmonics is significantly  changed  by 

the  resonators,  with  increased  levels  occurring  predominantly  at  the  duct  center and 

duct  wall.  This is interpreted as due  to a radial-tangential  mode  coupling  at  the wall 

boundary,  with  the  radial-mode  frequencies  being  modified  towards a coincidence  with 

the  excitation  (propeller-harmonic)  frequencies. 
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A further  diagnostic  analysis of these  results  was not anticipated  at  the  study 

commencement, and is therefore  outside  the  scope of this  report. 

CONCLUSIONS 

1. The  installation of Helmholtz resonators  on  the  wall of a model  propeller  duct 

has  been noted to  modify  the  harmonic  content of the  sound  field  within  the  duct,  such 

that a significant  increase  in  the  far-field  harmonic  levels  results. 

2. The  interaction  between  the  resonator  arrays and the  propeller-duct  sound 

field is of a more  complex  nature  than was  originally  anticipated.  Inter-mode  and 

resonator-acoustic  mode  coupling  have a critical  influence on the  radiated  sound  field. 

3 .  Surveys of the  spatial  distribution of sound pressure within  the  ducts  suggest 

that  for  propeller  harmonics which a r e  i n  the  frequency  vicinity of radial  acoustic 

modes  the  resonators  couple  these  radial  modes  to  the  excitation  harmonics.  The 

radial  modes  have a greater  radiation  efficiency  at  the  duct  extremity. 

4. An analytical  study of the  influence of a complex  wall  impedance on uncoupled, 

dispersive,  acoustic  modes of a duct  suggests  that  the  axial-decay  exponent of the 

mode  can  be  decreased  (relative  to the. rigid-duct  exponent) by a range of positive 

acoustic  reactance  values. 

5. The  initial  assumption of a predominantly  dissipative  influence of resonator 

a r rays  on the  duct  sound  field  was not confirmed  during  this  study. 

6 .  The  present  study  has  indicated a requirement  for a more  detailed  investigation 

of boundary  conditions  induced  by  resonator  arrays i n  a cylindrical  duct, and the 

influence of these  conditions  on  the  modal  distribution of sound  energy. 

7. Within  the  scope of this  study,  it  may  be  concluded  that  resonator  arrays  should 

not be  applied,  for  noise  reduction  purposes,  to  axial fan systems with  radial mode 

frequencies i n  the fan excitation  frequency  range. A s  the  model  ducted-propeller 
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system  could not be operated  outside  the  range of radial  mode  influence, a conclusion 

as to  the  influence on full-scale  systems could not be made. 

APPENDIX A 

Ducted- Propeller Sound Transmission  Theory 

A simplified  approach  to  the  evaluation of wall-impedance effects on the  sound 

transmission  properties of a propeller  duct is presented.  The  predominant  acoustic 

transmission  modes  in  the  duct are studied  individually,  thereby  neglecting  coupling, 

and are assumed  to be of tangential  order  (m)  corresponding  to  blade  number  harmonics 

( m  = jB, j = 1, 2 . . . . .) and low radial   order   (n  = 0, 1). 

The  cylindrical  form of the  modal  solutions  to  the  linear  wave  equation,  with 

zero flow velocity, is assumed  to  be  adequately  expressed  by 

- exp  [ i(K$L x -  o m 1 
where 

CJ = 2 T f  = 2 n m N / 6 0  m  m P 

A s  the cut-off wave  number  (KEL ) is known to be greater than  K f o r  a propeller 
m 

with  subsonic  tip  speed  (Ref. l), the  exponent  in  the  above  expression  may  be  rewritten 

as 
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The effect of wall  impedance on this  transmission  loss is derived  through  the 

boundary  condition  imposed  on  equation ( A l )  at r = a. 

That is, for  a wall-surface  specific  acoustic  impedance 

the  particle  velocity  normal  to  the  wall is 

1 - 
['rnn(')] r = a  - i p c  Km [ ":n]r = a  

Substitution of ( A l )  and (A2) into (A3)  gives  the  characteristic  equation  for K . ( r )  . 
mn 

Letting - = K  a, (r)  
mn  mn 

This is solved  numerically  to  give a! for  a given  wall-surface  specific  acoustic 

impedance, and subsequently u and the  transmission  loss are evaluated. 
mn 

X 

This  procedure was  translated  to  computer-program  form, and the  following 

input parameters were inserted: 

For  model  propeller  ducts, 

Duct radius a = 0.667 ft 

Blade  number B = 3  

Propeller  rpm Np = 8000 

Mode order m = 3,  6 ,  9 (= jB) 

n = 0 , 1  

Normalized  specific  wall  resistance  range 

0.1 < e,?, < 2.0 (and 00 for  a  rigid wal l )  

Normalized  specific  wall  reactance  range 

- 1.0 5 JI 5 1.0 (and 00 for a rigid  wall) 
W 
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Transmission loss for  a rigid-wall  duct  was  first  estimated,  and  the  difference 

due to finite  wall  impedance  was  obtained  by  comparison.  The results of this  analysis 

are presented  in  Figures 18, 19,  and 20. 
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TABLE I 

ESTIMATED ABSORPTION COEFFICIENTS FOR 
PROPELLER DUCT  WITH RESONATORS 

Resonance 
Frequency (Hz) 

Incident  SPL (dB) 

d  (in.) t (in.) 

0.250  0.250 

0.375  0.250 

0.37  5  0.187 

" . " -~ ~" 

. ~ .  . - ~. 

0.516 0.1 87 

0.625 0.125 

400 1 800 1 1200 1 400 1 800 1 1200 

140 1 1 3 0  I 120 I 130 I 120 I 110 
I 

0.51 

0.81 

0.82 

0.98 

0.99 

Q w 

0.62 0.76 0.78 

~- ~ I 

0.92 

0.85 0.82 0.95 

0.96 0.94 0.99 

0.99 0.99 0.92 

0.98 0.99 

0.85 

0.99 

0.97 

0.88 

0.74 

0.93 

0.97 

0.96 

0.76 

0.60 

(YW 
= wal l  absorption  coefficient  at  resonance 

d = orifice  diameter  (in.) 

t = orifice  thickness (in.) 

SPL = sound pressure  level  at w a l l  (dB r e  2 x 10 p bar)  -4 

NOTE: These  estimat.es  are  for  assumed sound pressure  levels  at  the 
propeller-frequency  harmonics. 
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TABLE I1 

SOUND PRESSURE HARMONIC LEVELS MEASURED AT THE 
DUCT WALL AND WITH BOOM MlCROPHONES DURING REFERENCE-DUCT  TESTS 

(a)  Reference  Duct No. 1; 6000 rpm 

Tabulation of Harmonic Sound Pressure  Levels  (dB re 2 x p bar) 

Transducers 

1200 

79 75  75 76  71 
72 70  70 ' 69 66 105 113 106 1500 

78 75  76 78 76 
72 67  70 72  71 106 124 109 

""" 

*Upper  values are B2 measurements (10-ft radius) 
Lower  values are B3  measurements ( 5-ft radius) 
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TABLE 11 Continued 

(b) Reference  Duct No. 1; 8000 rpm 

*Upper values are B2 measurements (10-ft radius) 
Lower  values are B3 measurements (5-ft radius) 
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TABLE I1 ’CONCLUDED 

( c )  Reference  Duct No. 2; 8000 rpm 

. .  

Tabulation of Harmonic Sound Pressure  Levels  (dB re 2 x ~1 bar) 

Harmonic 
Frequency 

(Hz) 
400 

800 

1200 

1600 

2000 

Duct  Wall 
Transducers - 

I I 
K1 I K2 

145 134.5  128.5 

K3 
I ____ 

111 137  120 

115 1 113 1 120 

Boom Microphones B2  and B3 * 
Azimuth Ang le  (77) 

80 

89 83  82  86 
78 76 83 

86 82 
79 78  73 

81 ii i: 1 
89  84 84 87 91 
77 80 78 82 

84 79 77  84 
93 85 83  87 

*Upper  values are B2  measurements (10-ft radius) 
Lower  values are B3 measurements (5-ft radius) 
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TABLE I11 

COMPARISON OF MEASURED AND ESTIMATED 
RESONATOR RESONANCE FREQUENCIES I N  PROPELLER DUCT 

. . ~  

Duct  Field 

SPZ UC. 
('dB ) UPS) 

119 

79 141 
52 130 
37 

131 69 
140 88 

121 50 
131 65 
14 2 83 

~- 

~~ ~ ~ 

Resonance  Frequency (Hz) -1 60  9 

U, = measured  cross flow velocity. 

f = frequency at maximum  gain  measurement. 

fe = estimated  resonance  frequency,  using 
rn 

1 = t + 0.85 d and (2) 1 = t + 0.85 d (1-0.625 d/dc) e e 

~~ 
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TABLE IV 

CHANGE IN HARMONIC  SOUND PRESSURE  LEVELS (dB) DUE 
TO INSTALLATION O F  A UNIFORM A R M Y   O F  RESONATORS 

(RELATIVE TO REFERENCE-DUCT MEASUREMENTS) 

(a) Modified  Duct No. 1; 8000 rpm 

Resonator  Frequency = 400 Hz; d = 0.375 in., t = 0.187 in. 

Frequency 
(Hz) 

I 
~ 

40 0 

1200 

1 800 

2 

6 1600 

1 

I 

I Boom Locat ion 

l l o o  
6 

-1 

1 

-3 

Y i R e s o n a t o r  
Gain (dB) 

6 1 3  
1 -2  

1 -12 

I -lo 

Resonator  Frequency = 800 Hz; d = 0.375 in., t = 0.187 in, 

Frequency 
(Hz) K l  

400 

1.5 800 

1.5 

1200 

4 1600 

2 

I 

Resonator 
Gain  (dB) 

~ ~- 

1 1 

3 7 

1 3 

4 -1 

~~ ~~~ ~~ . .. 

Resonator  Freauencv = 800 Hz: d = 0.625 in.. t = 0.125 in. 
I I I Boom Location ( 

40 0 

1200 

3 800 

3 

7 1600 

-2  

500 I 80° 

-4  

7 9 

5 

-4 0 

1 - l  

'II) 
~ .~ ~~ 

'Resonator 
l l O o  I 140' I Gain  (dB) 

4 

0 7 2 

5 3 -3  

1 0  9 6 

0 2 
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TABLE N Continued 

@) Modified  Duct No. 1; 6000 rpm 

r; 

ResonatorFrequency= 600 Hz; d = 0.375 in., t = 0.187 in. 

2 O0 50' 80° 

L 

4 8 

9 3 

5 0 

Resonator  Frequency = 600 Hz; d = 0.625 in.,  t = 0.125 in. 

Frequency 
(Hz) 

300 

600 

900 

1200 

Location I ! I  

I I 

Resonator 
Gain (dB)' 

I 3 b  I 
Resonator  Frequency = 900 H Z ;  d = 0.625 in.,  t = 0.125 in. 

Frequency 
(Hz) 

300 

600 

900 

1200 

K1 

0 

1 

1 

3 

T 
K3 

Boom Location ( n 
20° 

I )  

Gain (dB) 140° lloo 
Resonator 

3 

1 5 

8 9 

0 4 

-3 
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TABLE N Concluded 

(c) Modified  Duct No. 2;  8000  rpm 

~~~ ~ .. ~ ~ 

Resonator  Frequency = 400 Hz; d = 0.375 in., t = 0.187  in. E 
3 2 0 

-7 "" 

" 

Boom Location ( Resonator 
Gain  (dB) 

Frequency 
(Hz) 

400 

800 

- 
130' "TF 

2 

7 3 

3 

5 3 

2 1 

-~ 

100' 

-1 

1 

-1 

1 

70' 

1 

5 

0 

6 

3.5 2 

-1 

-3 -2 

0 

-5 -1 

1200 

1600 
1 

1 Resonator  Frequency = 800 Hz; d = 0.375  in., t = 0.187  in. 
T 1- - Boom  Location ( 77 ) Frequency 

(Hz ) 
Resonator 
Gain  (dB) 

-~ 

-2 

" 

130° 

1 

4 

-1 

4 

K1 K2 

400 

800 

1200 

1600 

2 1 

6 4 

2 1 

3 1 

~- ~ .. 

3 

0 

-6 

1 Resonator  Frequency = 800 Hz; d = 0.625 in., t = 0.125  in. 
~ 

K1 

2 2  2 

2 3 0 

0 0 9 

0 0 -2 

K3 K2 ~- ~- 

~ ~ 

Boom  Location ( 77 ) Resonator 
Gain  (dB) 

Frequency 
(Hz ) 

400 

800 

1200 

1600 

70' 

-4 

11 

-1 

0 

I 100' I 130' 
. . ". 

3 

1 
I 

-1 

26 

-2 

-1 

32 



TABLE V 

CHANGE IN HARMONIC  SOUND PRESSURE 
LEVELS (dB) DUE TO STAGGERED ARRAYS O F  RESONATORS 

MODIFIED  DUCT NO. 1; 8000 r p m  

Frequency 

(Hz) 

400 

800 

1200 

1600 

1 

-3 

0 

0 

Staggered  Array of Resonators I 

K3 20 ' 50' 

0 2 -3 

7 2 2 

3 4 -4  

3 -1 -1 

80' 

Boom  Location ( 71 ) 

l" 
3 

11 

-6 

0 

lloO 

Assymetric  Array of Resonators 

Frequency Boom  Location ( r ]  ) 

. (Hz " 1 K1 K3 20 O 50' 80° l l o O  140 

40 0 2 -1 0 -2 7 5 0 

800 3 12  7 6 10 6 8 

1200 3 1 8 1 -7  2 3 

1600 17 7 4 5 -1 3 1 

Staggered  Array  with  Absorptive  Cavity 1 
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TABLE VI 

HARMONIC SOUND PRESSURE LEVELS, WITH UNIFORM ARRAYS 
OF RESONATORS  TUNED TO VARIOUS FREQUENCIES 

l(a) Test  Results with  0.625-in. Diameter, 0.125-in. Thick  Orifice 

Resonator  Array 

Reference 
Solid Wall 

do = 0.625 in., t=0.125 in.' 

119 3 fr = 600 HZ 
112 2 

130 1 

do = 0.625 in., t =0.125  in. 

110 3 (3) f r  = 1050 Hz 

127 1 
f r = 700 HZ 114 2 

do = 0.625  in., t=0.125 in.  
120 2 
126 1 

f r  = 800 Hz 114 3 

do = 0.625 in., t=0.125  in. 

f, = 870 Hz 

1 

113 3 
122 2 
126 

do = 0.625 in., t=  0.125 in. 

fr = 1050 HZ 113N 

Res 

Gain 

134.5 (2) 

(dB) (dB) 
K2 

0 

(2) 
112 (2) 
119 

+.5 

117 0 

136.5 

-4 116 

+1.5 
ILL9 +9N 
135 

-4N 110 

0 

115 0 
120 +26 
135 

0 134.5 
+25 

112 0 
122 

-1 135 
+10 125 

N 113N 

Res Res 

Gain 
(dB) (dB) (dB) 
Gain K3 

(2) 145 (2) 
(2) 136.5 (2) 
(2) (2) 127.5 

0 0 

+3 

(1) 137.5 +2 

(1) 145.'5 

-10 (1) 129 

+1 
0 140.5 +12 

-4 148 

-4 "6.5 133.5 

-.5 -0.5 145 
+26 +16 137 
-2 0 127 

-1.5 -1.0 146 
+23 

0 127 +1 
+16 137 

-1 
-4 136 +6 
-12 146 

N +1 129 

149 (2) 108 87  16.5 
140 (2) 99 82  24.5 
138 (2) 108 88  13.5 

I I I I 
I I I 

151.5 (2) 114 87  15.5 

140 (2) 107 88 25.5 
140.5 (2) 107 89  10 

150 (2) 113 89  21 
141 (2) 103 90 26.5 
140 42) 110 89 23.5 

152 '(2) 110 89 19 
139 (2) 114 95 17 
141 (2) 108 90 13  

151.5 (2) 108 84 20 
138 (2) 114 95 1 5  
140.5 (2) 106 89 14 

151 (2) 109 88 19 
142 (2) 104 91 15 
141 (2) 107 92 16 

NOTE: Symbols a r e  explained in listing  following  Table VI (c) 



TABLE VI Concluded 

(b) Test  Results with 0.375-in. Diameter  Tapered  Orifice  (approximate  oriiice  thickness = 0.010 in.), 
with the  Frequency Tuned Experimentally -1 Gain at &, rl =40° (Wall) 

(dB) (dB) (dB) 

108 87 
82 99 

16.5 

13.5 88 108 
24.5 

107  88 14.5 
103  85 24.5 
109 1 5  94 

110  91 17.5 
98 87 20 

114 93  12 

(1) 88 16.5 
(1) 83  25 
(1) 8.0  90 

1 1 :  Reference 
128.5 
112 
114 

130 
110 
112 

127.5 
116 
116 

- 

- 

134.: 
119 
112 

135 
118 
113 

135.: 
121 
113 

- 

- 

145 
136.5 
127.5 

144.5 
134.5 
127 

145 
136 
128 

- 

- 

149 
140 
138 

151 
140 
141 

1 50.5 
142 
140 

151.5 
140 
140.5 

- 

- 

- 

- 

- 
-2.0 
+5.0 
-G .O 

-0.5 
- 

+6 .O 
-4.0 

- 
+3.5 
-1 .o 
0 

0 
-1 2 
+4.0 

- I o  d = 0.375 in., t = 0.010 in. 

f r  = 520 Hz ,- d = 0.375 in., t = 0.010 in. 

fr = 930 HZ 
I 

d = 0.375 in., t = 0.010 in. 
0 0 

128.5 
111 
116 

-2.5 
+1 .o 
-1.5 

145 
136 
124 1 fr  = 650 Hz 

(c )  Test  Results with 0.375-in. diameter, 0.187-in. thick  orifice 
- 

14.5 
22 
12  

18 
22 
12  

d = 0.375 in., t = 0.187 in. 1 

108 (2) 150 +1.0 147 +2.5 137 +7.0 129 1 d = 0.375 in., t = 0.187 in. 

f = 400 Hz 

108 (2) 150 (1) 146 +3.5  135.5 +0.5 131.5 
0 0 

0 
o 

108 (2) 139 (1) 128 -3.0 115 -7.0 116 3 
101 (2) 140 (1) 137 0 119 -2.0 115 2 

0 
8 

108 (2) 140 -14 129 -5.5 115 +1.0 117 3 O3 f r = 330 HZ 
104 (2) 141 -6.0 137 -5.0 121 +6.0 115 2 

90 
89 
90 

87 
84 
90 

TL  (dB)-  the  difference in harmonic  level  between K3  and K1 
Resonator Gain (dB) - the  gain measured between K at  duct  wall and  K@) in adjacent  resonator  cavity 
B1 is  measured  at the duct center line 
(1) Levels not recorded 
(2) Resonator  omitted  from  this  row 
(3) Firs t  two rows of resonators tuned to the lower  frequency 
N Indicates  that  sound  field  consisted  mainly of noise 
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Figure 1. Basic Geometry of Model Propeller Ducts 



Figure 2. Model Propeller  Ducts, Modified For Resonator  Installation 
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Figure 3. Details of Dtlct  Modific'ation  and Basic  Resonator  Design 
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Figure 4. Model Ducted-Propeller System In-Test Facility 
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Figure 5. Acoustic Instrumentation for Model Ducted-Propeller Study 



Nonlinear  Resistance 
Correction ANLI~O 

90 100 110 12 0 130 140 
Incident  Sound  F'ressure Level (dB re '2  x pbar  ) 

150 

Figure 6. Impedance-Tubd  Evaluation of Resonator  Nonlinear  Resistance  Correction 
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Maximum 
Insertion 
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7 
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A Orifice  Diameter = 0.31 in. 
0 Orifice  Diameter = 0.38 in. 
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0 50 
Cross-Flow  Air  Velocity ( fps  ) 

Figure 7. Sidebranch  Resonator  Effect in  Plane-Wave  Tube  with  Air  Flow 
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Figure 8. Location  and  Nomenclature of Microphones 
€or Sound Surveys 
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Figure 9. Theoretical  Performance Range of Model Ducted-  Propeller  System 



Sound Pressure  Level in 6% 
Bandwidth (dB re 2 x p Bar) 

80 

70 

h*f{ 

6000 rpm 

I r -  ’ .”- - - 
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Figure 10. Sound Pressure  Spectra   a t  Boom Microphone B2, for  Propeller  Speeds of 
4000, 6000, and 8000 rpm in  Reference  Duct No. 1 
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Sound Pressure  Level 
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(dB re 2 x p Bar) 
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Figure 11 (a). Spatial  Distribution of Harmonic Sound Levels  in 
Duct No. 1 for 6000 rpm  Propeller Speed 
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Sound Pressure Level in 6% 
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Figure 11 ( b  ). Spatial  Distribution of Harmonic Sound Levels ,in 
Duct No. 1 for 8000 rpm  Propeller Speed 
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Figure 12. Spatial  Distribution of Harmonic Sound Levels  in 
Duct No. 2 for 8000 rpm  Propeller  Speed 
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Figure 13. (a). Radial  Distribution of Sound Level  in  Duct No. 2 at 
8000 rpm (Axial  location:. 10.75 in.  from  Propeller) 
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Sound Pressure  Level  in 6% 
Bandwidth  (dB re 2 x p Bar) 
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Figure 13. (b). Radial  Distribution of Sound Level  in  Duct No. 2 
at 8000 rpm (Axial  Location: 7.75 in. from  Propeller)  
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Resoriator 
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m = 4  

Legend 
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Symbol  Harmonic  rpm  dB 

+ 2 5400 14 1 
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I 
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Figure 14. Measured  Gain  in Sound Pressure between 
Resonator  Cavity  and  Duct  Wall 

a. 
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Figure 15. Comparison of Propeller  Duct  and  Impedance  Tube  Resonator  Data 
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Figure 16.  Radial  Distribution of Sound Level  in  Duct No. 2  (Axial 
Location: 7.75 in.)  Resonator  Orifice  Size: 0.G25 in.diameter, 

0.125 in.  thick,f = 800 Hz res 
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Figure 17. Duct-Wall  Harmonic  Levels With Resonators  Tuned 
To Various  Frequencies 
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Figure 18. Theoretical Change  in TL (dB)  due to  Finite  Impedance 
for ( 0 , l )  Mode in Duct 
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Figure 19. Theoretical  Change  in TL (dB ) due  to  Finite 

Wall Impedance, for (3,O ) Mode in Duct 
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Figure 20. Theoretical Change in TL (dB ) due  to  Finite Wall Impedance for (6.0 ) Mode in Duct 


